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Angelim Vermehlo D60 Very Durable 1050 156 N/mm2 16.900 N/mm2 18.6 N/mm2 14.300 N 13.500 N
Angelim Pedra D30 Moderate to good 750 119 N/mm2 20.870 N/mm2 13.8 N/mm2 9.030 N 7.660 N

Ekki D70 Very Durable 1050 157 N/mm2 18.600 N/mm2 17.1 N/mm2 19.200 N 17.000 N
Greenheart D70 Very Durable 1030 181 N/mm2 21.000 N/mm2 26.0 N/mm2 21.000 N 18.000 N

Okan D50 Very Durable 850 187 N/mm2 18.000 N/mm2 16.0 N/mm2 11.000 N 9.400 N
Cumaru D60 Durable 950 199 N/mm2 22.000 N/mm2 14.5 N/mm2 11.100 N 15.700 N

Oak D30 Durable 700 207 N/mm2 9.700 N/mm2 9.7 N/mm2 10.000 N 8.000 N
Ipe D60 Durable 830 166 N/mm2 22.760 N/mm2 17.5 N/mm2 14.400 N 16.700 N

Opepe D50 Very Durable 750 134 N/mm2 11.800 N/mm2 21.0 N/mm2 14 500 N 11 300

STANDARD NAME

* Stresses applicable to timber 300mm deep (or wide)

** When the specifications specifically prohibit wane at bearing areas, the HS grade compression perpendicular to the grainstress may be multiplied by 1.33

GRADED TIMBER IN ACCORDANCE WITH BS 5268 RULES - for service classes 1 & 2

Janka HardnessAPPROX 
WEIGHT 
(kg/m³)

GRADE
RESISTANCE TO 
FUNGAL DECAY


